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DESCRIPTION
Building in details showing the approved fixing methods for

Speedpanel walls for up to 2 hours of fire rating 

(51mm = 1hr, 64mm = 11/2 hrs, 78mm = 2hrs)

Slide-in frame options (Used when the frame is fixed to an opening in an existing wall)

Slide-in steel frame, screw-fixed (nom. 400mm centres)

into the wall faces with separate fixing angles on one side.

Slide-in steel frame, screw-fixed (nom. 400mm centres)

through the rebate and jamb into the wall opening.

Slide-in steel frame, screw-fixed (nom. 400mm centres)

into the wall faces with separate fixing angles on one side.
Slide-in steel frame, screw-fixed (nom. 400mm centres)

through the rebate and jamb into the wall opening.

Optional plasterboard 
cladding to one side

Optional plasterboard 
cladding to one side

Non fire rated plasterboard Non fire rated plasterboard

Seperate fixing angles this side

Seperate fixing angles this side
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DESCRIPTION
Building in details showing the approved fixing methods for

Speedpanel walls for up to 2 hours of fire rating 

(51mm = 1hr, 64mm = 11/2 hrs & 78mm = 2hrs)

Built-in frame options (Used when the frame is built into the wall during wall installation)

Built-in steel frame, screw fixed (nom. 400mm centres) into

the wall faces through the frame wings.

Built-in steel frame, screw fixed (nom. 400mm centres) to the

wall opening through the frame rebate. Frame with plate

welded at the back to enable easier back-grouting.
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